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IoT Data Tracking Device

POPULAR USE CASES

Edition Features

T1 is a small IoT tracking device and data logger de-
signed for data tracking and monitoring of any asset 
where certain conditions are essential for compliance 
or safety. 

When mounted, devices track high-precision sensor 
data. This makes it especially suited for use in logistics 
and supply chain tracking or in connection with any 
monitoring of sensitive equipment to ensure compli-
ance or healthy working conditions.

Position data is from internal GPS. If GPS signal is 
unavailable location data are derived from mobile 
network or WiFi network triangulation. 

Device is managed online on the Trusted Data Portal. 
The portal visualizes data on maps, in graphs, and in 
reports. Features include automatic compliance data, 
map navigation, incident alarms etc. API is available.

All data is logged internally on the device between 
transmissions or when outside of LTE network data 
coverage. Data transmissions follow a user-fixed 
schedule or are triggered based on sensor data 
configured by the user. 

Two quality long-life batteries are included and can 
be replaced when needed. 

T1 

Standard Edition supports external 
wireless sensors like RHT tags for 
additional humidity and temperature 
data tracking of larger assets. 

It includes a built-in radio beacon for 
close-range location when activated.

RHTP Edition features high-precision 
relative humidity, temperature, and air 
pressure tracking. 

All-in-one device for monitoring sensi-
tive assets/installations, ensuring com-
pliance and safe working conditions.

Bluetooth Edition features Bluetooth 
connectivity. Users can connect to 
any nearby devices wherever they are 
with the Trusted Data App. 

This enables tracking even outside of 
regular network coverage.

Standard Edition 

T1.500 

IP68

Radio beacon location feature 

External tag support (RHT / RFID)

IP68

Bluetooth technology (BLE v. 5.0) 

Data transfer via App

IP67

Relative humidity 

Temperature, Air pressure

Bluetooth Edition 

T1.510 
RHTP Edition 

T1.520 

Impact recorder

Running hours

Overview and recovery

Tracking In mining and 
demolition

Rental invoicing by actual 
use

Safe transport operations

Condition monitoring

Compliance and quality

Running hours
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Specifications 

Dimensions

T1.500 Standard Edition

UHF radio antenna inside Radio beacon location feature

External tag support RHT, RFID

IP rating IP68

T1.510 Bluetooth Edition

Additional data transfer Bluetooth

Bluetooth technology BLE (v. 5.0)
SIG Declaration ID: D064014

IP rating IP68

T1.520 RHTP Edition

Additional trackable data Relative humidity, 
temperature, air pressure

Sensor operating range 0 to 100% relative humidity
-30 °C to +85 °C
300 to 1100 hPa

Humidity sensor accuracy ±3% relative humidity

Humidity sensor hysteresis ±1% relative humidity

Temperature accuracy ±0.5 °C at 25 °C
±1.5 °C at full scale

Air pressure accuracy ±1.7 hPa at -20° C to 0° C
±1.0 hPa at 0° C to 65° C

IP rating IP67

All Editions
Trackable data Position, motion, shock, vibration, tilt, 

rotation, light, temperature (+/-0.5 °C)
Data storage Store-and-forward data log. Default up 

to 300 data entries before transmission

Data transmissions LTE data to server

Battery lifetime Typically 3000 transmissions based on 
1 transmission per day*

Antennas inside LTE, GPS, WiFi, (UHF)

Network technology LTE Cat 1bis

Position technology GPS, WiFi, Mobile cell triangulation

SIM Embedded (subscription required)

Configuration On online platform or app. Sent via 
server

Server protocols API (available upon request)

Motion sensor 3-axis accelerometer (maximum 
continuous acceleration: 8 g)

Housing PA6 (nylon) potted with epoxy

Batteries 2 pcs ER14505M, 2 x 7,56Wh 
(replaceable)

Battery change 4 pcs M3 machine screws (Phillips PH1) 

Lithium content < 2 grams (0.6 gram in 1 pcs ER14505M)

Dimensions 68 x 68 x 30 mm

Weight 125 frams exl. batteries
160 grams icl. batteries

Built-in magnet force 3 kg. Optional (Order T1.5x0.012)

External magnet force 20 kg (ordered separately)

Temperature, operating -30 °C to +85 °C

Temperature, storage +30 °C max (recommended)

ADR UN3091

US content 0%

ECCN EAR99

HS (TARIC export) code 8526 91 XX XX**

Country of origin Made in Denmark
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* Depending on signal and temperature conditions

** Last 2-4 digits vary outside the EU. Find HS code for your region on the EU 
webpage Access2Markets: https://trade.ec.europa.eu/access-to-markets/

https://trade.ec.europa.eu/access-to-markets/

